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l FEATURES

® Compact mechanical construction to
ensure long term life.
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® Zero insertion and extraction pressure

® Standard 0.100”(2.54mm) IC pitch, easy
to mount in PC board.

P

C+0.2
3.35+£0.2

=i

@ All plastic are UL 94V-0 grade fire
retardant.

® Gold plated contact to ensure low contact
resistance and long operation life.

Il SPECIFICATIONS

1.ELECTRICAL

- B10.1 > 1-1.Contact resistance
initial 10mQ Max.
F:“ after life test 20mQ Max.
- 1-2.Contact rating 50VDC, 100mA
3" 1-3.nsulation resistance 100MQ Min.
ol S 1-4 Dielectric strength 500VDC Min. for 60 seconds
@ : : 1-5.Capacitance between adjacent contacts  |5pF Max.
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:__ﬂ 0‘7_6' [r 2-1.Temperature rating
(2 £4) ('3 3) N“ —|--H--|u operating -257C to + 70°C
" (2 54)x2Z | _1.0 30,1 3 —— storage -40°C to + 85°C
- il o o ' 2-2.0peration life 50,000 cycles (without load); 25,000 cycles (with load)
™ 2-3.Humidity 95% RH, 40°C for 96 Hrs.
2-4.Vibration Per MIL-STD-202F, method 201A
2-5.Solderability after flux 230+5°C for 5+0.5 seconds, 95% coverage
2-6.Soldering heat 260+5°C for 51 seconds
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