
1. Cechy produktu
Możliwość wycięcia dowolnego kształtu• 
Wysoka wydajność 108Lm/W• 
CRI > 80• 
Wymiar 500x240mm, rozstaw LED 20mm• 
Zasilanie DC24V, łatwe rozszerzenie instalacji• 
Żywotność do 40000h przy temperaturze ponizej 60°C• 
CE RoHS FCC PSE• 

2. Parametry

Symbol: OLSL.BZ.36W.SX

Wymiary: 500x200x1mm

Waga: 110g

Moc: 36W

Strumień światła: 3800lm

Podłączenie: 6 złącz

Zasilanie: 24V DC

Temperatura pracy: -30°C ~ 70°C

Barwa: biała zimna (6000-6500K)
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Description:  LED Sheet, Patent: ZL201420249938.2, Flexible LED modules; you can cut and splice, making any shape LED 
module, High efficiency 108Lm / W @ constant voltage drive, Ideal for Light source, Backlighting for advertising, Blister words 

backlit, LED signs Do your own. energy-saving lighting project. 

 

1. One LED cut, It can be cut into any shape! 
2. Slim light box LED sheet module, depth 30mm 
3. High efficiency 108Lm / W DC24V Input 
4. High CRI > 80 (Optional: > 90) 
5. Size 500x240mm, LED spacing 20mm 
6. Patent: ZL201420249938.2 
7. CV input DC24V(Optional: 12V), Easy to expand installation 
8. Warranty 3 years 
9. CE RoHS FCC PSE 

Model 
Dimension 
Net weight 

Power Test & 
Luminous Flux  

Efficacy 
Typ 

Continuous 
connection QTY 

Rated Power Comment 

RX-BKT28-500240 
500x240mm 

110g 

 

300LED 0.5W 

SMD2835 18V 

 69W DC24V 6929Lm 100Lm/W 
3pcs (180W) 

Parallel and series 
68W IN DC24V Tcp 46°C 

RX-BKT28-500240L 36W DC24V 3802Lm 103Lm/W 
6pcs (180W) 

Parallel and series 
36W IN DC24V Tcp 39°C 

RX-BKT28-500240 

-CC 
 1A @18V 2567Lm 143Lm/W -- 

Drivers Current  

determined power 

Max 3A 

Tcp 36°C  

0Ω resistance 

The above table data testing at room temperature is 25 °C, Cooling by free air convection.  Lifetime: 40,000 hrs (Note: Tcp < 60 °C) 

Operation Temperature: -30 °C ~ 70°C  At the Tc point 

Tolerance range for optical and electrical data: ±10 %.  

Test LED color temperature 5800-6250K,  (WW2800~3200K 92% brightness ; NW3800~4200K 96% brightness) 

Dimension:                                       
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Wiring diagram 1 

 

Single connection, constant voltage power supply is 120% LED module power 

 
Wiring diagram 2 

 

Cut into any shape you need 
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Wiring diagram 3 
 

 
Connected in series, the series maximum power 180W. 

 
 
 
Wiring diagram 4 

 
Series and parallel connections,  Maximum power 180W 

 (3pcs or more series and parallel connections, use only low-power products RX-BKT28-500240L) 

 
If you need a larger size stitching, increase the LED power supply 
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