Tasma LED 24V dioda 5050

Gtéwne parametry:
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Schemat podtaczenia:
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Waterproof strips without tubes
can stick directly with the 3M tape.
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Waterproof strips with tubes add 2 clips per meter,
3 pcs clips/2m, 4 pcs clips/3m......
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Symbol Micros Barwa $wiatta llos¢ LED Strumien swietlny Wymiary Kolor podtoza Moc
OLTBZ150B68b24s Biata zimna (6300K) 150 1683 Im 12mm x 5m Biaty 33.6W
OLTBC300B68b24s Biata ciepta (3000K) 300 3251 lm 12Zmm x 5m Biaty 42W
OLTBN300B68b24s Biata naturalna (4000K) 300 3600 Im 12mm x 5m Biaty 72W
OLTBZ300B68b24s Biata zimna (6300K) 600 3600 lm 12mm x 5m Biaty 42W
OLTF300B68b24s RGB 300 1050 lm 12mm x 5m Biaty 40W
OLTBN600B68b24s Biata naturalna (4000K) 600 7500 Im 12mm x 5m Biaty 275W
OLTBZ600B68b24s Biata zimna (6300K) 600 2400 lm 12mm x 5m Biaty 275W

Micros sp.j. W. Kedra i J. Lic
ul. Godlewskiego 38

30-198 Krakow

tel.: +48 12 636 95 66
fax: +48 12 63693 99

mail: biuro@micros.com.pl

www.led.micros.pl
www.elektronik.micros.pl
www.micros.com.pl

G

MICROS



