Tasma LED boczna 12V dioda 335
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OLTBZ300F20b12ut biata zimna (6000K) 300 2100 lm 5 mm x 5m biate tto 24W
OLTBC300F20b12ut biata ciepta (3000K) 300 2100 lm 5 mm x 5m biate tto 24W
OLTC300F20b12ut czerwona (625nm) 300 2100 lm 5 mm x 5m biate tto 24W
OLTZ300F20b12ut zielona (520nm) 300 2100 Im 5 mm x 5m biate tto 24W
OLTN300F20b12ut niebieska (463nm) 300 2100 lm 5 mm x 5m biate tto 24W
OLTY300F20b12ut zotta (587nm) 300 2100 Im 5 mm x 5m biate tto 24W
OLTBZ600F20b12ut biata zimna (6000k) 600 4200 lm 5 mm x 5m biate tto 48W
OLTBC600F20b12ut biata ciepta (3000k) 600 4200 lm 5 mm x 5m biate tto 48W
OLTC600F20b12ut czerwona (625nm) 600 4200 lm 5 mm x 5m biate tto 48W
OLTZ600F20b12ut zielona (520nm) 600 4200 lm 5 mm x 5m biate tto 48W
OLTN600F20b12ut niebieska (463nm) 600 4200 lm 5 mm x 5m biate tto 48W
OLTY600F20b12ut zotta (587nm) 600 4200 lm 5 mm x 5m biate tto 48W
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