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REV. DESCRIPTION DRAWN CHECKED APPROVED
53.04 A NEW RELEASE LIC 01/17/09 Y
47.04
[FEMALE]
28.96
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é P A NOTES:
o 1. ELECTRICAL CHARACTERISTICS:
() (<> g} @3 <> @}m () & 2 1.1 CONTACT RESISTANCE: 20mQ Max. INITIAL.
& = J N, 1.2 DIELECTRIC WITHSTANDING VOLTAGE: 500V AC(rms)FOR 1 MINUTE.
L 1.3 INSULATION RESISTANCE: 1000MQ Min.
< 1.4 CURRENT RATING: 40A.
1.5 VOLTAGE RATING: 300V
2. ENVIRONMENT CHARACTERISTICS:
2.1 TEMPERATURE RANGE: —45° C ~ +110° C.
- 3. MECHANICAL CHARACTERISTICS:
e 3.1 DURABLILITY: 500 CYCLES.
L 3.2 CONTACT RETENTION FORCE: 1Kgf MINIMUM.
4. MATERIALS:
3.1. SHELL: SPCC.
= — — — — — 3.2. CONTACT: COPPER ALLOY.
3.3. INSULATOR: THERMOPLASTIC UL 94V—0,GLASS FIBER FILLED.
/‘\ N 1A A /‘\ 0 5. PART NUMBER CODE:
m ﬂ ﬂ ﬂ © DS1033-08— X X X X X
CURRENT RATING
2A 1: 10A
4B 95.50 2: 20A
3. 30A
4: 40A
53.04
CONTACT PLATING
47.04 [MALE] 8: FULL GOLD FLASH
40.00 C: FULL 3u: GOLD
28.96 CURRENT SHELL PLATING
654 TYPE RATING oA 98 N: FORNT SHELL NICKEL,BACK SHELL TIN
1 10A 1.7 | 2.5 HOUSING COLOR
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ol 00000 " EaciOR s
: : oo
k\J YV W kjj ol - ; y CONNECTOR TYPE
L > 4 40A 946 | 955 M: MALE
F: FEMALE
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