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Technical Data

Material:

Body:PA66 UL94 V-O0.

Conductor:Copper , Tin Plated.
Spring:SUS 301.

Electrical:
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Voltage rating/Current rating:IEC 800V/32 A:
UL 600V/30 A - - - ZhEJTANG UTILITY ELECTRICAL CO.,LTD
Contact resistance:20 m<QMax. %Mﬁwﬁ_w%mm/, &\Iﬂmﬂ_wm»&
Insulation resistance:500V, 500 MQMin. ~oE —_—
’ TYPE NO. TILE: .
Withstanding Voltage:AC 3000 V, 1 minute. >120 |+050 . BS: 0 JUT3-4-M101 #f: Customer Drawing
>30~120|+0.30 /

i : DWG. NO.: _ _
mermaow. ) i >6~30 |£0.20 »Mﬂc e C-DW0254-0
onnection Capacity:24- . -

X] 41° | CHKD. SCALE: PAGE:
Stripping Length :12mm. za>“.” 10.10 | ANGLE 4% : EE FULL i 1/1
Operating temperature:—45° C to +105° C. B : |@.m| Wﬂr Jammy. ling __D.H_\._. mm[inch] _wmn:x R1
1 | 2 | '3 | 4 5 | '6 | '7 | '8 |




