
NYLON CABLE TIE SERIES

SELF-LOCKING NYLON CABLE TIES

Material: Nylon 66 certificated by UL, flammabillity, class 94V-2, 
Heat-sesisting, anti-corossion, good insulation and not easily aging;
Working temperature: -35°C to  85°C
Color: Natural (or white, standard color): 
UV black and other colors are available as requested

Item No.
[L]

Length 
[W]

Width 
(mm)

[E]
Bundle Diameter 

(mm)

Tensile Strength

mm lbs kgs
SY1-1-2560 60

2.5

2-12.6

18 8.1

SY1-1-2580 80 2-16

SY1-1-25100 100 2-22

SY1-1-25120 120 2-30

SY1-1-25150 150 2-35

SY1-1-25160 160 2-40

SY1-1-25200 200 3-50

SY1-1-36100 100

3.6

3-21

40 18.2

SY1-1-36120 120 3-30

SY1-1-36140 140 3-33

SY1-1-36150 150 3-35

SY1-1-36180 180 3-42

SY1-1-36200 200 3-50

SY1-1-36250 250 3-65

SY1-1-36280 280 3-70

SY1-1-36300 300 3-80

SY1-1-36370 370 3-105

SY1-1-48160 160

4.8

3-37

50 22.2

SY1-1-48200 200 3-50

SY1-1-48250 250 3-65

SY1-1-48280 280 3-70

SY1-1-48300 300 3-82


