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CONSTRUCTION SPECIFICATION 
MATERIAL DETA I LS (nm)

ft 
A. INNER CONDUCTOR SILVER COPPER 7XO. 11 
B.DIELECTRIC FEP 0.86 
C.OUTER CONDUCTOR TINNED COPPER WIRE 16X5X0.05
D.JACKET TPU 2.5/3.0 

� 
ELECTRICAL CHARACTERISTICS 

1�� g a IMPEDANCE(Ohm) 50 
CAPACITANCE(Pf/m) 98 
VELOC I TY(") 70 
BENDING RADIUS<nml 12 

ATTENUATION CONSTANT AT 2o·c 
FREQUENCY(Mhz) ATTENUATION(dB/m) 

CABLE SECTI ON 1000 1. 7
2000 2.5
3000 3.0 
6000 4.5 

COPIANCE WllH THE REQUIEIIENT:q"RoHS� IF; □ SONY SS-00259; □ OTHER.
I"'NO US ING RESTR I CTED AND BANNED SUBST ANCE 

1 I 2 I 3 4 I 5 

NOTES: 

GABLE ASSEMBLY SPECIFICA TIONS:
ELECTRICAL CHARACTERISTIC: 

1. IMPEDANCE: 50 OHMS 
FREQUENCE RANGE: DC to 6GHz

ENVIRONMENT: 
2. OPERATING TEMP:-20 TO +55°C 
TORGUE: 
3. PULL FORCE SMA 3 KG 
4. Al I MATERIALS MUST MEET THE REQUIREMENTS OF

EU ROHS DIRECTIVE(EU) 2015/863 
5. CONNECTORS HAVE BEEN SALT SPRAY TESTED FOR 48

HOURS 

4 SIA FEIJALE SIA--o-K-1. 5 1 GOLD 
3 TUBE 003. O L 15 TU03001500 2 BLACK 
2 RF137PU BLACK SPRING CABLE RF137200501 1 BLACK 
1 SMA llALE SIA---0-J-1. 5 1 liULD 
NO PART NAIIE PART NUMBER QTY COLOR 
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Finished product graphics 
4}.ł.: 
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X. x.x· X ·±0.20 ·±2" 

.flill: 

X.XX ·±0.10 x.xx· ·±1" I 'llf.fl: Tonmy Xiao

X.XXX ·±0.05 X.XXX' ·±0.5' lfll!I: 
Wang Fang
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SMA Male to SIJA Female, RG174, Moulded
Connector, PU JacketBOnm Straight+ 
150'1'12rm Curve+BOnm Straight 

: 
RG174-SIIAM-SMAF-0. OBM STRAIGHT 
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