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- FRARK(40T): 4A
- BRBE: 30V

- BERhwEE: 800V
- FRER 3

- BREHE: <10mQ
— B%EME: >100MQ
— GEFA: EHAMB*

- B4 %A PVC, EERALI00S

- 4#: 0.25mm’

- F#%%: P67

- W#HAH: >100

- BERE: -25C ... +85C
- SE#H: TPU

— fhiRAH: PA
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Technical specification:

— Number of contacts: 4

— Rated current (40C): 4A
— Rated voltage: 30V

— Pollution degree:

— Wire gauge: 0.25mm’
— Degree of protection: P67
— Mating cycles: >100

— Material of housing: TPU
— Material of insert: PA

— Contact plating: Au
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Rated impulse voltage: 800V

Contact resistance: <10m0Q

Insulation resistance: > 100MQ the ”
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fil A 5" MB-MO3-T-L-PVC", """ &K%, #fin.
Ex: Part code "M8-MO3-T-L-PVC”,
L” represents the cable length, unit m.
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Stripping length of the sheath
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Contact arrangements
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Circuit diagram
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Connector locking system: screw MB8*1
Cable type: PVC , Black RAL 9005
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Temperature range: =25C ... +85T
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M8—-F04-T-1.5-PVC

FaRg

2~
Drawn

£Q XU

04.11.2016

4]
Scale

?% #{% Part No.

1620044024001

<C|
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Material of contact: copper alloy
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