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Specif icat ionsSpecif icat ionsSpecif icat ionsSpecif icat ionsSpecif icat ions
S t a n d a r dS t a n d a r dS t a n d a r dS t a n d a r dS t a n d a r d

IEC 60127-6
UL 512
CSA C22.2. No.39

Approvals (only 820/835)Approvals (only 820/835)Approvals (only 820/835)Approvals (only 820/835)Approvals (only 820/835)
VDE:  License No. 132225
SEMKO:  Certificate No. 9942054
UL Recognized:  File No. E 70164
CSA Certified:  File No. 47574

M o u n t i n gM o u n t i n gM o u n t i n gM o u n t i n gM o u n t i n g
12.7mm diameter D-hole or double D-hole
Admissible torque on plastic hex nut is 1.2Nm

TTTTTe r m i n a l se r m i n a l se r m i n a l se r m i n a l se r m i n a l s
Solderable or 4.8mm quick connect-fits 0.5mm tab

Protect ion Class & CategoryProtect ion Class & CategoryProtect ion Class & CategoryProtect ion Class & CategoryProtect ion Class & Category
IP 40 (IEC 60529)
PC2 (IEC 60127-6)

M a t e r i a l sM a t e r i a l sM a t e r i a l sM a t e r i a l sM a t e r i a l s
Holder/Cap: Black Thermoplastic

Polyamide PA 6.6, UL 94 V-O
Metal Parts: Copper alloy,

corrosion protected
Terminals: Solderable, tinned

Electr ical  Data (23ºC)Electr ical  Data (23ºC)Electr ical  Data (23ºC)Electr ical  Data (23ºC)Electr ical  Data (23ºC)
Rated Voltage: 250V
Rated Current: 6.3A (VDE/SEMKO)

16A  (UL/CSA)
Rated Power: 4W (SEMKO)

Operat ing TOperat ing TOperat ing TOperat ing TOperat ing Temperatureemperatureemperatureemperatureemperature
-25ºC to +70ºC  (consider de-rating)

Cl imatic TCl imatic TCl imatic TCl imatic TCl imatic Testestestestest
-25ºC/+70ºC/21 days (IEC 60068-2-1...3)

Stock Condit ionsStock Condit ionsStock Condit ionsStock Condit ionsStock Condit ions
+10ºC to +60ºC
relative humidity ≤ 75% yearly average,
without dew, maximum value for 30 days - 95%

Vibrat ion ResistanceVibrat ion ResistanceVibrat ion ResistanceVibrat ion ResistanceVibrat ion Resistance
24 cycles at 15 min. each (IEC 60068-2-6)
10 - 60Hz at 0.75mm amplitude 
60 - 2000Hz at 10g acceleration

Contact  ResistanceContact  ResistanceContact  ResistanceContact  ResistanceContact  Resistance
≤ 5mΩ

Dielectr ic StrengthDielectr ic StrengthDielectr ic StrengthDielectr ic StrengthDielectr ic Strength
> 1.5 kV

Impulse VoltageImpulse VoltageImpulse VoltageImpulse VoltageImpulse Voltage
4 kV, 50 Hz, 1 min., dry

Insulat ion ResistanceInsulat ion ResistanceInsulat ion ResistanceInsulat ion ResistanceInsulat ion Resistance
> 103 MΩ (500 VDC, 1 min.)

S o l d e r a b i l i t yS o l d e r a b i l i t yS o l d e r a b i l i t yS o l d e r a b i l i t yS o l d e r a b i l i t y
235ºC, 3 sec. (Wave)
350ºC, 1 sec. (Soldering Iron)

Soldering Heat ResistanceSoldering Heat ResistanceSoldering Heat ResistanceSoldering Heat ResistanceSoldering Heat Resistance
260ºC, 5 sec. (IEC 60068-2-20)

Minimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ion
Conductor - 2.5mm2

M a r k i n gM a r k i n gM a r k i n gM a r k i n gM a r k i n g
820, 250V, Approvals

Unit  WeightUnit  WeightUnit  WeightUnit  WeightUnit  Weight
4.0g (Holder) / 1.6g (835) / 2.2g (837)

Cap / No.     835835835835835

Flush Mount TFlush Mount TFlush Mount TFlush Mount TFlush Mount Typeypeypeypeype

Bayonet-connector-nose

max. 20,6

1,5

Slot for screwdriver

1,2
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