1 | 12 | 3 | 4 5 | 8 _ 7 | 8 _
REV. ECN.NO. REVISE.NO. REVISER APPD.
HRIK ECN. % 5 A% ERES Ak
R1 DRAWING
8/7.50£.20 6.20£.10
g D D rg_L a a
N Freco00 LA 4
o B 0.5-6/0.5-4mm?2 o2 7 o~
—+ 40A 800V JUTS-4/2- 4
< (@)
N ) 2
" N
i Bl T
ﬁWHHHHH“HHHHHL¥
NS35/7.5
Technical Data
Material:
Body:PA66 UL94 V-0.
Conductor:Copper , Tin Plated.
Spring:SUS 301.
Electrical:
Voltage rating/Current rating:IEC 800V/32 A;
UL 600V/30 A - ZHEJIANG UTILITY ELECTRICAL CO.,LTD
oo:ﬁmg.ﬁomwmﬁw:om”mo mQ Max. . c w&._\.wu_uu._ul_»%\ﬂ\ﬂmb mm,\ﬂlﬂm»_wm\hzfﬁ
Insulation resistance:500V, 500 MQMin.
Withstanding Voltage:AC 3000 V, 1 minute. >120 +0.50 wm_m NO. JUT3-4/2-2 Mw_w,m Customer qu<<_3©
Mechanical: >30~120]10.30
APPD. DWG. NO.: (— _
Connection Capacity:24—12AWG. >6~30 |+0.20 i = C-DW0400-0
Stripping Length :12mm. . - y
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Operating temperature:—45° C to +105° C. AL Gy Lt - FULL TR : ._\._
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